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GENERAL NOTES:

ALL CONSTRUCTION WORKS IN ACCORDANCE WITH NATIONAL 
HOUSING BUILDING REGULATIONS AND SABS SPECIFICATIONS
ALL DIMENSIONS ARE IN MILIMETERS UNLESS SHOWN OTHERWISE
ALL LEVELS ARE IN METERS ABOVE MEAN SEA LEVEL
ALL DIMENSIONS AND LEVELS TO BE CHECKED ON SITE AND 
CORRELATED WITH THE ENGINEERS’ DRAWINGS BEFORE 
CONSTRUCTION COMMENCES
ANY DISCRIPANCIES BETWEEN CONSTRUCTION DRAWINGS AND 
SITE CONDITIONS SHOULD BE DISCUSSED WITH THE ENGINEERS 
BEFORE CONSTRUCTION COMMENCES. 
THE CONTRACTOR MUST CO-ORDINATE ALL SERVICE DRAWINGS 
FOR DETAILS AND/OR POSITIONS  OF MECHANICAL AND DRAINAGE 
SERVICES.

1.

2.

3.

MASONRY:
PROVIDE 10mm PLASTER ON THE INTERNAL FACE OF THE BRICKWORK 
AND FACED BRICK ON THE EXTERIOR FACE.
BRICKWORK SHALL BE REINFORCED WITH HARD DRAWN STEEL WIRE 
EVERY FORTH LAYER. THE MNIMUM LAP LENGHT TO BE 300 mm
PROVIDE GALVANIZED HOOP IRONS BETWEEN CONCRETE AND 
MASONRY AT EVERY FOURTH COURSE OF BRICKWORK
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6.

CONCRETE:
ALL CONCRETE WORKS TO BE IN ACCORDANCE TO SANS 2001-CC1:2012
CONCRETE CLASSES SHALL BE AS FOLLOWS:

C12/15, 19 mm STONE TO BLINDING AND MASSS CONCRETE
C30/37, 19 mm STONE TO STRUCTURAL CONCRETE

CONCRETE FINISH:
CONCRETE WALLS

INSIDE FACE: OFF SHUTTER
OUTSIDE FACE: OFF SHUTTER

FLOOR SLAB AND RAMPS: STEEL  FLOAT
COLUMNS: OFF SHUTTER
BEAMS: OFF SHUTTER

PROVIDE 20x20 mm CHAMFERS ON ALL EXPOSED CORNERS
PREPARE DESIGNATED CONCRETE JOINTS AS SHOWN ON THE 
STRUCTURAL DRAWINGS AND SPECIFICATIONS. ANY OTHER 
CONSTRUCTIONS JOINTS TO BE APPROVED BY THE ENGINEER
CARE SHOULD BE TAKEN WHEN BACKFILLING BEHIND THE RETAINING 
WALL. ONLY MANUAL COMPACTORS TO BE USED WHEN COMPACTING 
NEXT TO THE CONCRETE. 
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2.

3.
4.

5.

6.
A.

B.

STRUCTURAL STEEL:
ALL STEEL WORK IN ACCORDANCE WITH SANS 2001-CS1
HOT ROLLED STEEL, INCLUDING PLATES SHALL BE OF GRADE S355JR TO EN 
10025-2 
COLD FORMED STEEL SHALL BE OF GRADE S355 TO EN 10219-1
APPLICATION OF CORROSION PROTECTION COATINGS TO BE IN ACCORDANCE 
WITH PROJECT SPECIFICATIONS OR AS SPECIFIED ON THE DRAWINGS
ALL DIMENSIONS TO BE VERIFIED ON SITE BY CONTRACTOR BEFORE 
MANUFACTURING
CONNECTIONS:

BOLTED: ALL BOLTS TO BE GRADE 8.8 HOT-DIPPED GALVANIZED 
UNLESS OTHERWISE SHOWN
WELDED: ALL WELDS TO BE MINIMUM 6mm FILLET WELDS UNLESS 
OTHERWISE SHOWN. ALL WELDS IN ACCORDANCE TO AWS D1.1
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CONSULTANT FOR NANDONI RWS (CONSTRUCTION OF BULK
WATER SUPPLY PIPELINE, STORAGE RESERVOIR, GRAVITY MAIN
AND CONNECTION TO EXISTING SYSTEM AT MPHAMBO,
MPHAMBO EXTENSION, XIGAMANE, AND MUSWANE VILLAGES)

PHASE 1 MAVAMBE BULK PUMPING SYSTEM : POTABLE WATER
PUMPSTATION

LAYOUT,SECTIONS AND DETAILS SHEET 2 OF 3 175-PH1-WPS- 302

SCALE   1 : 50
SECTION E-E

CONCRETE COLUMN SCHEDULE

COLUMN ID No. OFF SECTION DESCRIPTION
C01 8 300x350 mm 300x350 mm

Grand total: 8

STRUCTURAL BEAM SCHEDULE

BEAM ID No. OFF SECTION DESCRIPTION
B01 6 300x600 mm RC BEAM
B02 7 300x500 mm RC BEAM (DOWNSTAND)
B03 1 UB 356x171x67 CRAWL BEAM

Grand total: 14

NOTE: 
ROOF AND STAIRS STRUCTURAL STEEL  NOT INCLUDED IN THE SCHEDULE ABOVE 

SCALE   1 : 50
SECTION A-A

SCALE   1 : 50
SECTION B-B

SCALE   1 : 50
SECTION D-D

SCALE   1 : 50
SECTION C-C
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